PARKING OR DRIVE AREA

| $ |
i H.M.A.C. OR L
CONCRETE PAVING
A /—— EXPANSION JOINT
STANDARD CURB —;\\ ‘ I—> R = 20
* TYP CURB ’ TYP.
 TRANSITIONS > L

—_—— PEA\Y —_——

SLOPE I /5 CONC. SDWLK.
;y"/ru T =

I 4 < B 4 I
\ EXPANSION JOINT |_> A

) (TYP)
EUR%T?DG/TJRTDTER ¢ EXISTING STREET
PLAN
L — ROMW. LINE
MATCH p 8.5' DRIVE APPROACH 30"
EXP 5 SIDEWALK | DRIVEWAY
JOINT o S o
MAX GRADE 7" CURB
‘ 1/4”" PER FOOT = r TYP.
e / ™
“"ﬂﬁﬁ;?—T—d—ve———h___+“ﬁhd=f
TN

2" SAND CUSHION
6” CONCRETE DRIVE w/
#3 BARS @ 18" CCEW STABILIZED
SUBGRADE

SECTION A-A L STANDARD CURB
& GUTTER SECTION

NOTES:

1. CURB & GUTTER TO BE PLACED MONOLITHICALLY WITH CONCRETE VALLEY.

2. CONCRETE SHALL BE A MINIMUM OF 6 SACK DESIGN WITH A 28 DAY
COMPRESSIVE STRENGTH OF 3600 PSI.
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